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Product description

Shut-off valve made of stainless steel with floating precision ball. The valve is 
electronically operated and is characterised by its long service life and high high 
operational reliability.

Technical data 2/2-way ball valve

Technical data

Nominal diameter DN 15 - DN 100

Connection type Intermediate flange connection according to DIN EN1092-1

Installation position any

Nominal pressure stage
DN 15-80: PN40
DN 100: PN16

Operating pressure see pressure-temperature diagram

Temperature range -20°C to +180°C

Materials

Casing: Stainless steel CF8M
Ball: Stainless steel CF8M
Shaft: Stainless steel AISI316
Sealing shells: RPTFE
Shaft seal: PTFE & FPM

Flow media Neutral gases and liquids (other media on request)

Flow direction any

Technical data ER Premier/ER Plus

Technical data

Supply voltage
ER Premier 100-240V AC (100-350V DC) oder 24V AC/DC
ER Plus 100-240V AC (100-350V DC) oder 15-30V AC (12-48V DC)

Protection class ER Premier IP65, ER Plus IP66

Ambient temperature -10° C to + 55° C

Duty cycle 30% ER Premier, 50% ER Plus

Electrical connection 1 cable gland ISO M20, 1 cable socket 3P + T DIN43650

Interface EN ISO 5211
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- full bore
- maintenance-free
- Blow-out-proof spindle
- Optical and electronic end position feedback included as standard
- Manual override included
- Electric torque limiter
- Alternatively also available with pneumatic actuator, hand lever or gearbox

Special Versions

- Version with VS and VR actuator series
- Battery Backup Position Recovery system (BBPR)
- Positioner version

Please contact us!
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Dimension table

Product features

Dimension DN Actuator A B C D E F G øJ øK L M/M1
Weight   

(kg)

1/2" 15 ER20 203 40.8 241 112 113 151 48.7 82 65 4 x M12 16 / 2 2.3

3/4" 20 ER20 203 44 255 112 113 151 53.7 98.6 75 4 x M12 18 / 2 3.0

1/0" 25 ER20 203 50 272 112 113 151 65 115 85 4 x M12 18 / 2 3.8

5/4" 32 ER35 203 60 296 112 113 151 77 140 100 4 x M16 18 / 2 5.2

3/2" 40 ER60 217 65 337 115 146 178 85.5 150 110 4 x M16 18 / 3 7.4

2/0" 50 ER60 217 80 352 115 146 178 93 165 125 4 x M16 18 / 3 8.8

5/2" 65 ER60 217 110 378 115 146 178 109.7 185 145 4 x M16 22 / 3 14.0

3/0" 80 ER100 217 120 393 115 146 178 119.5 200 160 8 x M16 24 / 3 17.1

4/0" 100 ER100 217 150 414 115 146 178 131.7 220 180 8 x M16 20 / 3 34.1
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The descriptions and images contained in this product data sheet are for information purposes only and are without guarantee. bar GmbH reserves the right to make technical and design 
changes to its products without prior notice.

Warranty: All purchases and purchase contracts are subject to the express acceptance of the General Terms and Conditions of Sale and Delivery by the purchaser, which can be found on the 
website www.bar-gmbh.de/agb. bar GmbH hereby objects to any deviating or additional conditions to the General Terms and Conditions of Sale and

Delivery which have been communicated to the purchaser in any form whatsoever without the written consent of an authorised representative of bar GmbH.
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Dimensioned drawing

Order details

EKW2- 1/0- 025- ER20-X0A-M00-100-240V AC/DC

Connection
dimension
in inches

Nominal
diameter

Drive designation
(M00 = ER Premier, G00 = ER Plus)

4.225

Major dimensions are circled. The supplier is liable for all features mentioned on the drawing and the procurement specifications. 
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